
High Speed Response : 10 KHZ

Label Non - Transparent Tape Detectable.

< SU-02X >

Mark ON Transparent Tape Detectable.

< SU-02R >

Suiting For Label Machine or Packing Machine.

Specification
SU-02X SU-02XP SU-02R SU-02RP

NPN PNP NPN PNP

270 Trimmer

HIGH SPEED
U TYPE LABEL SENSOR

Infrared LED Red LED

10~30 VDC ; Current Consumption 40mA max.

150mA max.

NO

Lamplight < 3,000 Lux ; Sunlight < 5,000 Lux.

Output Circuit &
Connection Diagram

NPN PNP

Dimension

Weight : 65g

3 Cores / 4.0 X 2m

PC Plastics

-20 C~+70 C ; 35%~85% RH

Non - Transparent Object Transparent Object

10KHZ

SU-02
series

Model

Output Method

Emitter

Operating Voltage

Output Current

Output Status

Sensible Object

Response Frequency

Illumination

Connection Method

Housing Material

Operating Temp./Hum.

Sensitivity Adjuster
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SU-07W/07R/07G/MU-07X

SU-07
series 

MARK & LABEL SENSOR
U TYPE

WHITE LIGHT MARK SENSOR

EASY TO DETECT THE  REEN OR 

RED MARK 

HIGH STABILITY & RELIABILTY

LOW COST & HIGH QUALITY

SPECIFICATION
MARK SENSOR LABEL SENSOR

SU-07W SU-07R

White Led Red Led

SU-07G MU-07X

Green Led Infrared Led

Operating voltage

Current consumption

Output method

Output status

Output current

Sensible object

Min.sensible object

Protection circuit

Connection method

Housing material

Protection

Operating temp/hum

TYPE

Model

NPN & PNP two output

Transparent Object

2.0

Lamplight <5000 LUX ; Sunlight < 10,000 LUX

Intensive ABS

IP-65

Emitter

Sensitivity adjuster

Response frequence

Illumination

10-30 VDC;Ripple < 20% of peak to peak

270 Trimmer

30 mA max.

150 mA max.

Short Circuit & Polarity Reversed Protection

Semi-Transparent

1 K Hz

4 / 4  X 2m

Output Circuit & Connection Diagram Dimension

Standard NO Type ; SU-07 -B NC Type

Brow

Black

Blue

G
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SU-07X
series

GEAR SENSOR
U TYPE HIGH SPEED

HIGH SPEED RESPONSE 5 KHz

HIGH STABILITY & RELIABILTY

SPECIFICATION
SU-07X SU-07XP

Infrared Led

Operating voltage

Current consumption

Output method

Output current

Min.sensible object

Protection circuit

Connection method

Housing material

Protection

Operating temp/hum

Model

NPN

Emitter

Response frequence

Illumination

10-30 VDC;Ripple < 20% of peak to peak

30 mA max.

150 mA max.

Short Circuit & Polarity Reversed Protection

1.0

Lamplight <5000 LUX ; Sunlight < 10,000 LUX

Intensive ABS

IP-65

5 K Hz

4 / 3  X 2m

Output Circuit & Connection Diagram Dimension

PNP

SU-07X SU-07XP

Brown
+ 10~30VDC

Black Output

Load
Blue

4.7K

DC NPN Mode

Brown+10~30VDC

4.7K Load
Black

Output

Blue

LOW COST & HIGH QUALITY
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AlltronicsPerú
AUTOMATIZACIÓN INDUSTRIAL

AlltronicsPerú

http://alltronicsperu.com/tienda/
http://alltronicsperu.com/tienda/index.php?id_category=63&controller=category


Av. Argentina Nº 523 Tda. A12
C. C. ACOPROM Lima 01 - Perú

Telféfono: 719 9811
Cel.: 9852-72098 / 9999-38660
E-mail: ventas.1@alltronicsperu.com

ventas.2@alltronicsperu.com 
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